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Model No. SdC-23

CAUTIoN! THeRe IS No ISolATIoN BeTWeeN THe INPUT ANd THe oUTPUT INPUT ANd oUTPUT HAVe A CoMMoN NeGATIVe

oUTPUT

oUTPUT VolTAGe 13.8 VDC ± 0.1 V
CoNTINUoUS oUTPUT CURReNT 20 A

PeAk oUTPUT CURReNT 23 A
CURReNT lIMIT 24 ± 0.5 A

INPUT

INPUT VolTAGe 20-35 VDC
INPUT CURReNT AT No loAd < 150 mA

loAd ReGUlATIoN 0.15 V, 26 V, 0 - 20 A
effICIeNCy (at maximum output) > 88%

RIPPle < 50 mV P-P @ 20 A
NoISe < 120 mV P-P @ 20 A

fUSeS

INTeRNAl INPUT fUSe (Inside the fuse holder) 15A, 250V (Bussmann AGC-15 or equivalent)

         exTeRNAl INPUT fUSe (at the battery end) 
(Not supplied)   15A, 32V (Automotive Blade Type : ATO/ATC)

                                         exTeRNAl oUTPUT fUSe
                                                               (Not supplied)   20A, 32V (Automotive Blade Type : ATO/ATC)

PRoTeCTIoNS Overload, short circuit

WIReS
INPUT WIRe SIze #10 AWG

oUTPUT WIRe #8 AWG

eNVIRoNMeNT
oPeRATING eNVIRoNMeNT Indoor use

oPeRATING TeMPeRATURe RANGe 0°C - 40°C / 32° - 104°F

GeNeRAl

dIMeNSIoNS, MM  (W x d x H) 198 x 122 x 60
dIMeNSIoNS, INCHeS (W x d x H) 7.8 x 4.8 x 2.4

WeIGHT, kG 1
WeIGHT, lB 2.2

NoTe: Specifications are subject to change without notice

Model 
SDC-23 
20 Amps

dC-dC Step down
Converters

design features
 - Advanced switch-mode design 
 - Mount in almost any location 
 - Compact and light weight 
 - Reverse polarity protection 
 - High efficiency 
 - Cycle by cycle current limiting circuit 
 - Over voltage protection 
 - Short circuit protection

2 yeAR lIMITed WARRANTy
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