
• Can be connected to both PV、battery and load

• Multiple load operating modes to meet diverse needs

For off-grid application
• Supports multiple battery types

• Support 1-16 parallel machines

• MPPT with up to 99.9% efficiency

• Support solar panel 2 in series/more in parallel

All-in-One

• Easy to install and simple to use

• Air-cooled heat dissipation, built-in temperature detection

• Complete charge and discharge protection mechanism

• High quality components for stable operation

User-Friendly Efficient

Safety
• Supports RS232、RS485 communication

• Supports Bluetooth with mobile APP

Intelligent

Mobile APP12V12/24/36/48V 55V150V

MF series
MPPT solar charge controller
MF4860N15
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IP32

• 可以同时接入光伏、电池、负载

• 多种负载工作模式，满足多样化的用户需求

离网光伏应用
• 支持多种电池类型

• 高度集成化，帮助用户节省安装空间及连接线

• MPPT效率高达99.9%

• 支持光伏组件2串或多并形式接入

集成

• 易于安装和使用

• 自然冷却，绝对安静，没有任何噪音

• 完善的充放电保护机制

• 选用高品质元器件，在各种工作环境下均可靠、稳定运行

用户友好 高效

安全
• 支持TTL、RS485、CAN（RV-C协议）通讯

• 支持蓝牙通讯，使用手机APP监控设备参数

智能

Mobile APP12V12/24V 55V60/100V

ML系列
MPPT太阳能充放电控制器
ML2420/2430/2440
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IP32

MODEL MF4860N15 CAN BE
SET

PV INPUT

Max.Voltage of Open Circuit 150Vdc

MPPT Voltage Range （Battery voltage+2V）~ 120V
Max.PV Input Power 800W/12V、1600W/24V、2400W/36V、3200W/48V ✓
BATTERY

Battery Type Lead-acid / Li-ion / User Defined ✓
Rated Battery Voltage 12/24/36/48Vdc

Battery Voltage Range 9~64Vdc ✓
Rated Charging Current 60A ✓
MPPT Charging Mode Buck

LOAD

Load Type Resistive load、Capacitive load、Inductive load
Rated Load Voltage Equal to battery voltage 12V/24V/36V/48V

Rated Load Current 40A

Load Working Mode Light control,Light control + Time control, Manual control (default),
Debugging mode, Normal open ✓

EFFICIENCY

MPPT Tracking Efficiency >99%
Max. Charging Conversion
Efficiency ≤98%

ACCESSORIES

Standard BTS temperature sensors

Optional RS485 Communication line（RS485 to RS485)、GP-2 IoT module ✓
GENERAL

Communication RS485 ✓
Weight 3.6kg (7.94lb)

Dimension 275*167*90mm (0.90*0.55*0.30ft)

Protection Degree IP32

Operating Temperature Range -10°C~65°C (14°F~149°F)

Wirting diagram

Bluetooth

Mobile APP


